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TYPICAL SECTION

GENERAL NOTES

The paved shoulder shall consist of PCC Base in which Class 'C' Concrete is
used.

Payment for "Special Backfill" shall be based on a uniform 6 inch thickness.
The thickness may be exceeded at the Contractor's option with no
compensation for the additional material.

Price bid for "Paved Shoulder, Reinforced, RE-44F(2)" shall be full
compensation for construction of the paved shoulder as detailed. This shall
include furnishing and placement of P.C. Concrete Pavement, required
pavement joints, and epoxy coated reinforcing steel bars 592, 593, 6e1, 5e2,
and 5e3.

Contract items:

Paved Shoulder, Reinforced, RE-44F(2)
Special Backfill

"L-2" or 'KT-2" Joint. When_roadway pavement is existing, use ‘BT-3' Joint. Refer
fo Standard Road Plan

(2) Meich exising foin. Place 'CD" joint in shoulder. Refer o Siondard Road Plan RELS0
(3) 502 and 563 bars fo be spaced at1'-4”
(4) No CD' joint baske's required wihin approrimately 4' of edge of shoulder.

(5) 167 clear from joint line.

(§) Design Shoulder Width

(12) Distance from edge of traveled way fo face of barrier.
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REVISION: Remove Reference to Rumble Strip Standard. REVISION NO.
5
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